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METAL TO METAL SELF-DRILLING ROOFING SCREWS

ST Fastening #12 x 1-1/4" Self-Drilling ZXL HG Steelbinder
Metal Roofing Screw, Hex Cupped Washer Head -
Electro-Galvanized, Qty. 250
SKU: 12C125D5Z0ZS Item weight: 6.45 lbs

LENGTH

1-1/4"

MATERIAL

Carbon Steel

SPECIFICATIONS

SKU 12C125D5Z0ZS

Diameter #12

Length 1-1/4"

Washer Diameter .630"

Drive Type 5/16" Hex

Head Type Cupped Washer Head

Point Type Long Micro-Bit

For Treated Lumber No

Material Carbon Steel

Finish ZAMAC Zinc-Aluminum Alloy

Color Galvanized

Type Metal-To-Metal

Manufacturer Name ST Fastening

Quantity 250 Screws
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SAFETY INFORMATION

Never exceed the Working Load Limit (WLL). The WLL is the maximum load the product is rated to handle in service.

Inspect before every use. Remove from service if cut, worn, abraded, stretched, cracked, bent, corroded, heat-damaged or
missing its identification tag or marking.

Protect webbing, rope and chain from sharp edges and corners with edge protection.

Cargo securement on commercial vehicles must meet FMCSA 49 CFR Part 393, Subpart I (aggregate WLL and minimum
tie-down rules).

Current price & availability: heavyhaulrigging.com/p/12-24-x-1-1-4-zxl-hg-steelbinder-metal-roofing-screw-galvanized-pkg...

https://heavyhaulrigging.com/p/12-24-x-1-1-4-zxl-hg-steelbinder-metal-roofing-screw-galvanized-pkg-250?variant=44455958839341

