PRODUCT SPECIFICATION SHEET

heavyhaulrigging.com

HEAVY HAUL RIGGING

Rigging, tie-downs & load securement built for heavy haul

CARGO NETS > HEAVY DUTY CARGO NETS

42" x 82" Heavy-Duty Cargo Net with Mesh Lining | Cam
Buckles & E-Track Fittings

SKU: CN-100-DL Item weight: 11.05 lbs

BREAK STRENGTH WIDTH LENGTH MATERIAL

12,000 Ibs. 42" 82" Polyester Web...

SPECIFICATIONS

SKU CN-100-DL
Webbing Break Strength 12,000 Ibs.
Size 42" x 82"
Width 42"

Length 82"

Overall Length
End Fitting
Material

Color

Style

Type

Product Weight

Additional Info

110"

Spring E-Fitting

Polyester Webbing 1/16" Polyethylene Debris Mesh
Black

Mesh Debris Liner

Cam Buckle

11.05 Ibs.

Square hole size: 8" Net Adjustment Range: 94" to 110" 1/16" Mesh
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HEAVY HAUL RIGGING Spec Sheet - SKU CN-100-DL

SAFETY INFORMATION

= Never exceed the Working Load Limit (WLL). The WLL is the maximum load the product is rated to handle in service.

= |nspect before every use. Remove from service if cut, worn, abraded, stretched, cracked, bent, corroded, heat-damaged or
missing its identification tag or marking.

= Protect webbing, rope and chain from sharp edges and corners with edge protection.

= Cargo securement on commercial vehicles must meet FMCSA 49 CFR Part 393, Subpart | (aggregate WLL and minimum
tie-down rules).

Current price & availability: heavyhaulrigging.com/p/42-x-82-heavy-duty-cargo-net-with-mesh-lining-cam-buckles-e-track-...
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https://heavyhaulrigging.com/p/42-x-82-heavy-duty-cargo-net-with-mesh-lining-cam-buckles-e-track-fittings?variant=44553170485293

