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FALL PROTECTION  >  SELF RETRACTING LIFELINES & PERSONAL FALL LIMITERS

FallTech EdgeCore FT-X LE 8' Tie-Back Replacement Leg
for SRL | Steel 5K Carabiner | 84108RP8
SKU: FPSRL-84108RP8 Item weight: 3.4 lbs

LENGTH

8'

MATERIAL

Lifeline Material: EdgeCore™; 5,000 l...

SPECIFICATIONS

SKU FPSRL-84108RP8

Length 8'

End Fitting Steel 5K Carabiner

Material Lifeline Material: EdgeCore™; 5,000 lb min. static strength Anchorage
Connector Material: Plated alloy steel; 5,000 lb min. static strength with 5,000 lb
gate strength

Style Replacement-leg

Type ANSI Class 2 SRL-P Compliant

Product Weight 3.4 lbs.

Standards ANSI Z359.14-2021, OSHA 1926.502 and 1910.66, CSA Z259.2.2-2017

Manufacturer Name FallTech

Brand FT-X™ EdgeCore™ Tie-Back Leading Edge

Brand Part Number 84108RP8

Additional Info ANSI User Capacity: 130 to 310 lbs. max. OSHA User Capacity: 130 to 420 lbs.
max. Static Strength: 3,600 lbs. min. Avg Arrest Force: 1,350 lbs. max. Max
Arrest Distance: 42" Max Arrest Force: 1,800 lbs.
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SAFETY INFORMATION

Never exceed the Working Load Limit (WLL). The WLL is the maximum load the product is rated to handle in service.

Inspect before every use. Remove from service if cut, worn, abraded, stretched, cracked, bent, corroded, heat-damaged or
missing its identification tag or marking.

Protect webbing, rope and chain from sharp edges and corners with edge protection.

Cargo securement on commercial vehicles must meet FMCSA 49 CFR Part 393, Subpart I (aggregate WLL and minimum
tie-down rules).

Current price & availability: heavyhaulrigging.com/p/falltech-edgecore-ft-x-le-8-tie-back-replacement-leg-for-srl-steel-5k-c...

https://heavyhaulrigging.com/p/falltech-edgecore-ft-x-le-8-tie-back-replacement-leg-for-srl-steel-5k-carabiner-84108rp8?variant=41702083035181

