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Rigging, tie-downs & load securement built for heavy haul heavyhaulrigging.com

CONCRETE SCREWS > BLUE CONCRETE SCREW

Tapcon+ 1/2" x 6" Heavy-Duty Blue Concrete Screw
Anchor - Blue Climaseal | Qty. 15

SKU: TCPC-1260 Item weight: 6.25 Ibs

LENGTH MATERIAL

6" Carbon Steel

SPECIFICATIONS

SKU TCPC-1260
Diameter 1/2"

Length 6"

Drill Bit Size 1/2"
Minimum Embedment Depth 2"

Drive Type 3/4" Hex
Head Type Hex Head
Material Carbon Steel
Finish Blue Climaseal
Color Blue
Manufacturer Name Tapcon

SAFETY INFORMATION

= Never exceed the Working Load Limit (WLL). The WLL is the maximum load the product is rated to handle in service.

= Inspect before every use. Remove from service if cut, worn, abraded, stretched, cracked, bent, corroded, heat-damaged or
missing its identification tag or marking.

= Protect webbing, rope and chain from sharp edges and corners with edge protection.

= Cargo securement on commercial vehicles must meet FMCSA 49 CFR Part 393, Subpart | (aggregate WLL and minimum
tie-down rules).

Current price & availability: heavyhaulrigging.com/p/tapcon-1-2-x-6-heavy-duty-blue-concrete-screw-anchor-blue-climase...
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